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The original signed and sealed of this drawing is on file at the
office of The Clayton Engineering Company.  Any modifications
to this drawing shall release said The Clayton Engineering
Company. the Engineer and/or Surveyor whose seal appears
hereon from any liability resulting from said unauthorized
modifications.  The signed and sealed original is the official
document and shall take precedence over any digital version.

Underground facilities, structures & utilities have been plotted
from available surveys, records & information, and therefore,
do not necessarily reflect the actual existence, nonexistence,
size, type, number of, or location of these facilities, structures,
& utilities.

The Contractor shall be responsible for verifying the actual
location of all underground facilities, structures, & utilities,
either shown or not shown on these plans. The underground
facilities, structures, & utilities shall be located in the field prior
to any grading, excavation or construction of improvements.
These provisions shall in no way absolve any party from
complying with the Underground Facility Safety and Damage
Prevention Act.
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Note: Caution should be taken in comparing the written scale to
the graphic scale to ascertain if this plan has been enlarged or reduced.
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Project Benchmark:
St. Louis County Benchmark 13317 - Cut triangle on easternmost corner of concrete base for
traffic signal control box in the southeast quadrant of  the intersection of  Lindbergh Boulevard
and Litzsinger Road, roughly 40' south of  center median in Litzsinger Road and 75' east of  center
median in Lindbergh Boulevard.  Elevation = 613.33 FtUS (NAVD88)
Benchmark was recorded by GPS observation through the MODOT RTK - Network on
December 31, 2014. This elevation is in the NAVD 88 Datum.

10094 LITZSINGER ROAD
CITY OF LADUE, MISSOURI 63124

ARCHITECTURAL REVIEW BOARD

SITE DEVELOPMENT PLAN
AUDIOLOGY DEPARTMENT RELOCATION

AT LITZSINGER SCHOOL
SPECIAL SCHOOL DISTRICT of ST. LOUIS COUNTY

DEVELOPMENT PLAN NOTES:

1. CURRENT ZONING: A "RESIDENTIAL DISTRICT"

2. LOCATOR NUMBER: 20M120117
PROJECT SITE ADDRESS: 2350 S LINDBERGH BLVD & 10094 LITZSINGER ROAD

3. THIS SITE IS SERVED BY THE FOLLOWING UTILITIES:
   AMEREN MISSOURI
   LACLEDE GAS COMPANY
   CITY OF LADUE FIRE DEPARTMENT
   METROPOLITAN ST. LOUIS SEWER DISTRICT
  MISSOURI AMERICAN WATER COMPANY
   AT&T
   CHARTER COMMUNICATIONS

FEMA FLOOD MAP NOTE:
WE HAVE EXAMINED FLOOD INSURANCE RATE MAP (COMMUNITY PANEL NUMBER
290363-0194-K), MAP NUMBER 29189C0194K & 29189C0307K, HAVING AN EFFECTIVE DATE OF
FEBRUARY 4, 2015, OF THE NATIONAL FLOOD INSURANCE PROGRAM PREPARED BY THE
FEDERAL EMERGENCY MANAGEMENT AGENCY FOR THE AREA CONTAINING THE SUBJECT
PROPERTY.  BY GRAPHIC PLOTTING ONLY, THE SUBJECT PROPERTY IS LOCATED WITHIN
UNSHADED "ZONE 'X' - AREAS DETERMINED TO BE OUTSIDE THE 0.2% ANNUAL CHANCE
FLOODPLAIN".  THIS NOTE IS FOR THE PURPOSE OF PROVIDING INFORMATION AS INDICATED
ON THE CURRENT FLOOD INSURANCE RATE MAP FOR THIS AREA, AND SHOULD NOT BE
CONSTRUED AS AN INDICATION AS TO WHETHER FLOOD INSURANCE SHOULD, OR SHOULD
NOT BE PURCHASED.

500

AI
Asph

BW
B/B
CB

ChB
CI

CL or ℄
CMP
Conc

DB
DCB
DCI
DIP
DS

FES
FF

FL or 
F/F
GI
L

MH
N/F

OHE or OHW
OIP
PG
PB

PL or ⅊
PVC
Pvmt

R
RCP
R/W
TBR

Trans
TW
Typ

UGE
UGFO

UGT
VCP

32L3017S

Area Inlet
Asphalt
Bottom of Wall
Back to Back
Catch Basin
Chord Bearing
Curb Inlet
Centerline
Corrugated Metal Pipe
Concrete
Deed Book
Double Catch Basin
Double Curb Inlet
Ductile Iron Pipe
Downspout
Flared End Section
Finished Floor
Flow Line
Face to Face
Grated Inlet
Length of Curve
Manhole
Now or Formerly
Overhead Electric or Wires
Old Iron Pipe
Page
Plat Book
Property Line
Polyvinyl Chloride Pipe
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DEMOLITION LEGEND:

(ATG) ADJUST TO GRADE
(TBR) TO BE REMOVED
(TBR&R) TO BE REMOVED & REPLACED
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SSD Project # SSD-110-21

DICKINSON HUSSMAN ARCHITECTS
11 East Lockwood Avenue Suite 200
St. Louis, Missouri 63119
T 314 727 8500   F 314 727 4040
www.dharch.com
MO State Certificate of Authority #004280

Civil Engineer:
THE CLAYTON ENGINEERING
CO. , INC.
2268 Welsch Industrial Court
St. Louis, Missouri 63146
T 314 692 8888 F 314 692 8688
MO State Certificate of Authority
P.E. # 000067 & Prof. Surveying #000014

Landscape Architect:
DERMODY & ASSOCIATES, LLC
2394 Charlemagne Drive
St. Louis, Missouri 63043
T 314 602 8542
MO State Certificate of Authority #2009020208

Structural Engineer:
ALPER AUDI, INC.
1804 Borman Circle Drive
St. Louis, Missouri 63146
T 314 432 8600 F 314 432 8630
MO State Certificate of Authority #000287

Mechanical / Plumbing / Fire Protection
Engineer:
FACILITY SOLUTIONS GROUP
901 Horan Drive Suite 100
Fenton, Missouri 63026
T 636 537 0203 F 636 537 0057
MO State Certificate of Authority
#2013042669

Electrical Engineer:
G&W Engineering
138 Weldon Parkway
Maryland Heights, Missouri 63043
T 314 236 6370
MO State Certificate of Authority #2002018767

March 25, 2021
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Ownership of Instruments of Service:  All
reports, drawings, specifications, computer files,
field data, notes and other documents and
instruments prepared by DHA as instruments of
service shall remain the property of DHA.  DHA
shall retain all common law, statutory and other
reserved rights, including the copyright thereto.

DEVELOPMENT PLAN NOTES:

1. SITE DATA:

TOTAL SITE DATA:
TOTAL PROPERTY AREA = 448,864 SQ. FT. or 10.30 ACRES

   TOTAL EXISTING BUILDING AREA=          77,291 SQ. FT. or 17.2%
   TOTAL EXISTING PAVEMENT AREA=      185,348 SQ. FT. or 41.3%
   TOTAL EXISTING GREEN AREA=         186,225 SQ. FT. or 41.5%
   
   TOTAL PROPOSED BUILDING AREA=         77,698 SQ. FT. or 17.3%
   TOTAL PROPOSED PAVEMENT AREA=    176,149 SQ. FT. or 39.2%
   TOTAL PROPOSED GREEN AREA=        195,017 SQ. FT. or 43.5%

2. PARKING CALCULATIONS:

SCHOOL (PER ORDINANCE 1175 - SECTION VI.):
FOR ELEMENTARY SCHOOLS, TWO PARKING SPACES PER
CLASSROOM

EXISTING CLASSROOMS = 36
EXISTING PARKING REQUIREMENT = 72 SPACES
EXISTING PARKING = 186 SPACES (INCLUDES 15 ADA)

PROPOSED CLASSROOMS = 36 (NO CHANGE POST RENOVATION)
NEW REQUIRED PARKING SPACES = 72 SPACES
PROPOSED PARKING = 205 SPACES (INCLUDES 18 ADA)
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Existing White Pine to remain

Honeysuckle Underbrush
to remain

Silver Maple @ 12" DBH
 Fair Condition
 to be removed

Oak @ 18" DBH
Good Condition
to remain

Light Pole

Edge of pavement

GateFence
Edge of pavement

Honeysuckle underbrush
back of existing fence

Fence

Limit of construction

Limit of construction

Existing Pavement

Existing Pavement

Fence

Limit of construction

Limit of construction

Edge of pavement

00 20' 40'

Scale: 1" = 20' 0"

Existing Tree Delineation Plan1

PLANTING PLAN

L1.0

Excising Tree Notes:
Trees observed by Dermody & Associates, LLC on February 10,
2021.  One tree is within the limits of construction which is a
Silver Maple in fair condition and to be removed.

Other trees within +/- ten limits of construction is one Oak Tree in
good condition and ten White Pine.  These trees are to remain.

Existing tree to remain

Existing tree to be removed

Existing Honeysuckle Underbrush

Limits of construction -see Civil
Sheets

Critical Root Zone to
edge of tree canopy

APPLICATION SPECIFIC NOTES:
1) A "Pre meeting" shall be held on site by the general
contractor will include operators, construction supervisors,
owner representative and architect.  Meeting shall be held
to to discuss tree protection methods and limits.
2) Clearing limits shall be staked by general contractor
prior to on site meeting, see Civil plan for limit of grading
3) No clearing or grading shall begin where root pruning
and tree preservation measures have not been completed.
4) The sequence of tree treatment and preservation
measures shall be:
     a) Stake limit of grading
     b) Install tree protection fence
5) General contractor shall be responsible to insure that
no equipment and materials are stored with areas of
protected trees.  General contractor shall be responsible
to repair and/ or replace trees damaged due to his/ her
negligence.  Owner and his/ her representatives shall
judge the assessment of tree replacement or repair.

Heavy Duty Orange PVC Safety Fence.
Stake in place with metal 'T' post at 8-10' OC

Drip line of existing tree to
be used in place Limit of

construction/
grading

Scale: 1" = 20' 0"

Existing Tree Protection DetailA
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SSD Project # SSD-110-21

DICKINSON HUSSMAN ARCHITECTS
11 East Lockwood Avenue Suite 200
St. Louis, Missouri 63119
T 314 727 8500   F 314 727 4040
www.dharch.com
MO State Certificate of Authority #004280

Civil Engineer:
THE CLAYTON ENGINEERING
CO. , INC.
2268 Welsch Industrial Court
St. Louis, Missouri 63146
T 314 692 8888 F 314 692 8688
MO State Certificate of Authority
P.E. # 000067 & Prof. Surveying #000014

Landscape Architect:
DERMODY & ASSOCIATES, LLC
2394 Charlemagne Drive
St. Louis, Missouri 63043
T 314 602 8542
MO State Certificate of Authority #2009020208

Structural Engineer:
ALPER AUDI, INC.
1804 Borman Circle Drive
St. Louis, Missouri 63146
T 314 432 8600 F 314 432 8630
MO State Certificate of Authority #000287

Mechanical / Plumbing / Fire Protection
Engineer:
FACILITY SOLUTIONS GROUP
901 Horan Drive Suite 100
Fenton, Missouri 63026
T 636 537 0203 F 636 537 0057
MO State Certificate of Authority
#2013042669

Electrical Engineer:
G&W Engineering
138 Weldon Parkway
Maryland Heights, Missouri 63043
T 314 236 6370
MO State Certificate of Authority #2002018767

March 25, 2021
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Ownership of Instruments of Service:  All
reports, drawings, specifications, computer files,
field data, notes and other documents and
instruments prepared by DHA as instruments of
service shall remain the property of DHA.  DHA
shall retain all common law, statutory and other
reserved rights, including the copyright thereto.

3/19/2021
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B
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Limit of construction -see Civil
Existing White Pine to remain

Sod

Sod -typical

Limit of construction -see Civil

Tree protection fence
+/- 20 lin. ft.

a
a

a
a

a

d dd dd

b
b

b

Underground detention
-see Civil sheets

A

A

Mulch landscape
bed and provide
spade cut edge
-typical

Mulch landscape bed and provide
spade cut edge  -typical

Sod -typical

New Landscape area:
Remove and replace poor and

deleterious soils (+/-12
inches) at new landscape

areas located within vacated
paved areas -typical

Landscape bed
at monument

c

c

B

b
b

b

Set tree plumb

12" min.

Scarify sides &
bottom of tree pit

Topsoil: see specifications
Lawn

Subsoil

3" Mulch

Remove wire basket and burlap
@ upper 1/3rd of root ball

Remove all bindings @ tree trunk

Top of mulch flush w/ finish grade
Topsoil: see specifications

Lawn

Subsoil

see plan for spacing

Scarify roots
Spade-cut bed edge 6" deep

4" mulch flush w/ finish grade

 PLANTING DETAIL WITH MULCHSHADE TREE PLANTING DETAIL

Amended landscape soil:
see Specifications

Amended landscape soil -6" min.  See
Specification for materials

Amended soil depth:
6" min.

slope to drain 2% min.
see plan

PLANTING PLAN

L1.1

00 20' 40'

Scale: 1" = 20' 0"

Planting Plan1
GENERAL PLAN NOTES:
1. Contractor is responsible for installing all plant material, sod, topsoil, and mulch as shown on plan and in

specifications.  Landscape quantities shown for reference and bid comparison only, contractor to furnish and
install plant quantities shown on plan.  Notify Owner/ Landscape Architect of any discrepancies.

2. Contractor shall provide images of proposed plants, samples and all other submittals described in
specifications.

3. Contractor to field locate all utilities within construction limits prior to construction.  Field adjust plants as
required to avoid utilities.

4. Sod and landscape areas to be watered and maintained for 30 days after installation  -see
specifications.

5. Provide plants, of quantity, size, genus, species and variety shown and scheduled for landscape work and
complying with recommendations and requirements of ANSI Z60.1 "American Standard for Nursery Stock".

6. Contractor to review and field verify existing and proposed conditions prior to construction.
7. See Specifications for full requirements including warranty/ maintenance period(s), and landscape watering

requirements.  Specifications include plantings and sod.
8. Plan(s) do not constitute contractor means and methods.  Job site safety and project coordination is

responsibility of contractor(s).

N

Existing tree to remain

Proposed new tree

Existing Honeysuckle Underbrush

Limits of construction -see Civil
Sheets

DescriptionSymbol
Legend

Proposed new landscape

Lawn

New landscape area

Landscape Bed
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SSD Project # SSD-110-21

DICKINSON HUSSMAN ARCHITECTS
11 East Lockwood Avenue Suite 200
St. Louis, Missouri 63119
T 314 727 8500   F 314 727 4040
www.dharch.com
MO State Certificate of Authority #004280

Civil Engineer:
THE CLAYTON ENGINEERING
CO. , INC.
2268 Welsch Industrial Court
St. Louis, Missouri 63146
T 314 692 8888 F 314 692 8688
MO State Certificate of Authority
P.E. # 000067 & Prof. Surveying #000014

Landscape Architect:
DERMODY & ASSOCIATES, LLC
2394 Charlemagne Drive
St. Louis, Missouri 63043
T 314 602 8542
MO State Certificate of Authority #2009020208

Structural Engineer:
ALPER AUDI, INC.
1804 Borman Circle Drive
St. Louis, Missouri 63146
T 314 432 8600 F 314 432 8630
MO State Certificate of Authority #000287

Mechanical / Plumbing / Fire Protection
Engineer:
FACILITY SOLUTIONS GROUP
901 Horan Drive Suite 100
Fenton, Missouri 63026
T 636 537 0203 F 636 537 0057
MO State Certificate of Authority
#2013042669

Electrical Engineer:
G&W Engineering
138 Weldon Parkway
Maryland Heights, Missouri 63043
T 314 236 6370
MO State Certificate of Authority #2002018767

March 25, 2021
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DHA: 202102
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Ownership of Instruments of Service:  All
reports, drawings, specifications, computer files,
field data, notes and other documents and
instruments prepared by DHA as instruments of
service shall remain the property of DHA.  DHA
shall retain all common law, statutory and other
reserved rights, including the copyright thereto.

3/19/2021



UP

Existing
Stair

Existing
Corridor

Exam
Room

Control
Room

Control
Room

Exam
Room

Counseling

Counseling Conference
Room

Office

Toilet

StorageHearing
Aid Lab

Vestibule

Waiting Room

UP

Special  School  District
of  St. Louis  County

Audiology

Special  School  District
of  St. Louis  County

Audiology
SSD Audiology
2350 S. Lindbergh Boulevard

D

1 2 3 4 5

C

B

A

www.dharch.com

St. Louis, MO 63119

DICKINSON HUSSMAN ARCHITECTS
11 East Lockwood Avenue

Ownership of Instruments of Service:  All
reports, drawings, specifications, computer files,
field data, notes and other documents and
instruments prepared by DHA as instruments of
service shall remain the property of DHA.  DHA
shall retain all common law, statutory and other
reserved rights, including the copyright thereto.

March 25, 2021
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SSD Project # SSD-110-21

MO State Certificate of Authority #004280

Dwight Adam Dickinson   A-2955

Civil Engineer:
THE CLAYTON ENGINEERING CO. , INC.
2268 Welsch Industrial Court
St. Louis, Missouri 63146
T 314 692 8888 F 314 692 8688
MO State Certificate of Authority
P.E. # 000067 & Prof. Surveying #000014

Landscape Architect:
DERMODY & ASSOCIATES, LLC
2394 Charlemagne Drive
St. Louis, Missouri 63043
T 314 602 8542
MO State Certificate of Authority #2009020208

Structural Engineer:
ALPER AUDI, INC.
1804 Borman Circle Drive
St. Louis, Missouri 63146
T 314 432 8600 F 314 432 8630
MO State Certificate of Authority #000287

Mechanical / Plumbing / Fire Protection Engineer:
FACILITY SOLUTIONS GROUP
901 Horan Drive Suite 100
Fenton, Missouri 63026
T 636 537 0203 F 636 537 0057
MO State Certificate of Authority #2013042669

Electrical Engineer:
G&W Engineering
138 Weldon Parkway
Maryland Heights, Missouri 63043
T 314 236 6370
MO State Certificate of Authority #2002018767
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Floor Plan,
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Site Photos
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